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(951) 765-2360 N PWTO0COH_STDSIREVISIONSICONCRE TEWC-201 %3 Whelran 2000 C-201
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/ CLASS "B" CONCRETE (2500 PSI)

1418 CU. FT./L.F. SURFACI

CU. YD. =19.05 L.F.

City of Hemet TYPE "C" CURB
PUBLIC WORKS DEPARTMENT | /M5, ) AR 2009 1
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(2500PS!) )
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833 CU. FT./L.F.
City of Hemet TYPE "D" CURB
PUBLIC WORKS DEPARTMENT m MAR 2000 1
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C.F.

1:3 SLOPE

1" RADIUS

13"

" Lntin e s e e A e T — ot o
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NOTE: IN SUPER ELEVATED SECTIONS THE GUTTER SLOPE SHALL FOLLOW THE CROSS SLOPE OF THE
STREET PAVEMENT. THE TOP OF THE FINISHED PAVEMENT SHALL CHANGE FROM 3/8" BELOW
GUTTER LIP TO 3/8" ABOVE GUTTER LIP

TYPE "E" P.C.C. CURB & GUTTER

DOWELS MAY BE DELETED AND CURB UNREINFORCED WHEN
EXTRUDED CONCRETE IS BONDED TO PAVEMENT SURFACE WITH
APPROVED ADHESIVE, SUCH AS "CURE BOND" MANUFACTURED
BY EDOCO TECHNICAL PRODUCTS OR EQUIVALENT.

1/2" LONGITUDINAL BAR

———
112" DOWEL SPAGED 4, o1

MIN. LENGTH 8"

TYPE "F" P.C.C. CURB

TYPE "G" CONCRETE CURB

. TYPE "E”, "F", "G" CURBS
City of Hemet FOR PARKING LOTS
PUBLIC WORKS DEPARTMENT . W@ tD VAR 2000 1
|} ENGINEERING DIVISION MICHAEL A. GOW, PW DIRECTOR/CTY ENG. R.CE. 54164 DATE oF 1 sHeeTs
&/ 810 E. FLORIDA AVENUE
PEMET. On g . REVISIONS STANDARD NO.
.(951) T65-2360 | C 204
NA PWAG1D0\COM EETDS\REVISIG?\%S\CONCRETE\CQO!@.{!WQ N.Beflran 2009 "
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‘ 1/4" RADIUS

. R 7 . a .
EXPANSION et f i ,f [
JOINT A wg 49
O O 7] PREMOLDED EXPANSION
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WEAKENED PLANE JOINT

AAAAANAPAANA ?
WEAKENED PLANE
JOINT
EXPANSION JOINTS TO BE INSTALLED AT
ALL CURB RETURNS.
S N N N N NP
TYPICAL PLAN
City of Hemet CURB AND GUTTER JOINTS
PUBLIC WORKS DEPARTMENT @ ' VAR 2009 1
ENGINEERING DIVISION MICHAEL A. GOW, PW DIRECTOR/CITY ENG. R.C.E. 54164 BATE or 1 SHEETS
=/ zg)Mi :l&Rigl;g 4.gwsr\xuzs E REVISIONS STANDARD NO.
(951) 7652960 N PW\MU{)\CGHiSTDS\REViS|ONS\CONCRETE\C-205,6WQ N.Beflran 2009 C—205




10"-0" MIN. TRANSITION SECTION __VBACK OF CURB

TYPE "C” Y ROLL SECTION " — ”‘”,;# ﬁﬁﬁﬁﬁﬁ
CURB UTTER . — — R at
_ROWUNEESE T TYPE
e s . . g - ' uAn OR an
mmmmm W - e FLAT SECTION CURB
-
PLAN EXPANSION JOINT

TYPE "A" OR "B" CURB

TYPE "C" CURB

.....

SCHEMATIC EXAMPLE

CLASS "B" CONCRETE

(2500 PSI)
" CURB TRANSITION
City of Hemet " ON TANGENT
P Wi ARTM
UBLIC WORKS DEPARTMENT 3 AR 2009 1
j| ENGINEERING DIVISION MICHAEL A. GOW, PW DIRECTOR/CITY ENG. RC.E 54164 - DATE oF 1 sHeEETS
B B0 . FLORIDA AVENUE
7 HEMET, CA 92543 I REVISIONS STANDARD NO.
(551} 765-2380 | - C- 20 6
N ?W\MOG\COH=STDS\REVISIONS\CONCRETE\C-ZOS.&WQ N.Beltran 2009




—~a}r CURB & GUTTER TYPE "C"
28, | (SEE STANDARD C-202)
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CLASS "B" CONCRETE (2500 PS!) n
5 1/2 SACK MIX PER CU. YD. \
S
. CURB & GUTTER
City of Hemet TRANSITION
PUBLIC WORKS DEPARTMENT /Lf‘f O MAR 2009 1
| J| ENGINEERING DIVISION IMICHAEL A GOW, PW DIRECTOR/CTY ENG. RCE. 54164  DATE or 1 sHEETS
S reveroncosn REVISIONS STANDARD NO.
(65 765-2366 C_.ZO 7
NA PW\41OD\COHESTDS\REVISION8\CONCRETE\C—2D?.dwg N.8ellran 2009




PROPERTY LINE

/YEXPANSJON JOINTS
e | \
MONOLITHIC SIDEWALK L =
' i SIDEWALK AREA
= ] = \ '
i /i ;':.,'.' N\
i - / ; | \
& coLp / y J  SHOW MAX. SLOPE \ PLANTING AREA
[ JOINTS — H \
5 \ / \
\ i
. ,3,
. DRIVEWAY _ WIDTH X"
A MIN. 14—-MAX. 28 (RESIDENTIAL)
MIN. 20--MAX. 40' (COMMERCIAL)
TABLE OF "X" DIMENSIONS
HEIGHT OF COMMERCIAL RESIDENTIAL
CURB FACE
6" 4l - 0" 3l - Otl
8Fl 4! - 0!' 4! - OH
SEE STD. C-210 & C-210A FOR DRIVEWAY
WIDTHS AND SECTIONS.
SEE STD. C-209 FOR DEPRESSED CURB SECTIONS.
City of Hemet DRIVE APPROACH
P A4
PUBLIC WORKS DEPARTMENT| %) 5~ ~—— R 2011 1
B9 | || ENGINEERING DIVISION JORGE LV/BIAGIONI, PRINCIPAL ENGINEER R.C.E. 33751 DATE N —
T G onoes NSRS STANDARD NO.
(951) 766-2360 C-208
N ?W\fﬂDD\COH;STDS\RQVlSIONS\CONCRETE\CvZDB.dwg N.Beliran 2011
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ZeAl2 4 1"

4 MiN, .

__SLOPE = 20% MAXMUM

. e

2 L
o [&]
AVERAGE SLOPE NOT
- TO EXCEED 10%
1 B3 w20 SECTION A-A CASE 3
e CONCRETE 5-1/2 SACK MIX
PER CUBIC YARD.
P.L,
- A
I
- Z=p2 4 T
1
ORIGINAL S/ SLOPE
- |z Wz L ¥eZ, WZ
[ '
.
o .
XI Q
. DEPRESSED S/W MAX.
SLOPE 2.0%
H.W./20
AVERAGE SLOPE NOT SECTION B-B CASE 3
TO EXCEED 10% SEE STANDARD C-208 FOR PLAN
& ELEVATIONS
NOTE: |

1. SECTION B-B FOR USE IN PLACE OF SECTION A-A ONLY WHEN AVERAGE SLOPE IN SECTION A-A EXCEED 10%.

2. WHERE ABOVE LIMITING SLOPES (10% ON RAMP & 6% ON DEPRESSED $/W) CANNOT BE MET BECAUSE OF
HEIGHT OF CURB OR NARROW WIDTH OF S/W, DEPRESS BACK EDGE OF WALK UNTIL SLOPES ARE OBTAINED,
BUT THE LONGITUDINAL S/W SLOPES OUTSIDE THE LIMITS OF THE DRIVEWAY TO MEET THE DEPRESSED WALK,

SHALL NOT EXCEED 6%.
. DEPRESSED CURB
City of Hemet FOR DRIVEWAYS
PUBLIC WORKS DEPARTMENT _ﬂ@ VAR 2008
!
ENGINEERING DIVISION MICHAEL A, GOW, PW DIRECTOR/CITY ENG. RCE. 54164  DATE oF L SHEETS
g/ 510 E. FLORIDA AVENUE
T, on 52643 ; REVISIDNS STANDARD NO.
(951} 7852360 1 C 209
Ny PW\4‘!GO\COH‘_!STDS\REV!SRONS\CONCRETE\C-209.€SWQ N.Beitran 2008 =




W - VARIABLE*
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2= / APPROAGCH APRON g At
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| / \
STRAIGHT G e
T 7
PLAN
A o
. SLOPE VARIABLE
| !
’ FLOW LINE
3/ ¥
A ]
FRONT ELEVATION

VARIES WITH SIDEWALK WIDTH ——

SLOPE- 2% MAX— _

SIDEWALK, NEW, 8"

XI:LSVH PAVEMENT SURFACE

APPROACH SLOPE
SECTIONA-A

NOTE: - "W" DIMENSION - 2X (MINIMUM 30")
APPROACH SHALL SLOPE TO PROPERTY LINE ON 50' R/W.
*40' MAX. FOR COMMERCIAL DRIVE. 20" MiN.
*14' MAX. FOR ONE CAR DRIVE.
*20' MAX. FOR TWO CAR DRIVE.
*28' MAX FOR THREE CAR DRIVE.
*ANY EXCEPTIONS TO THE ABOVE DIMENSIONS MUST
BE APPROVED BY THE DEPT. OF PUBLIC WORKS.
CIRCULAR DRIVES, SEE BLDG. DEPARTMENT.

. DEPRESSED CURB
City of Hemet FOR DRIVEWAYS
PUBLIC WORKS DEPARTMENT| C% @\U VAR 2009 1
| | ENGINEERING DIVISION MICHAEL A GOW, PW DIRECTOR/CY ENG. RCE. 54164  DATE OF 2 SHEETS
&/ 510 E. FLORIDA AVENUE
Y HEMET, CA 02543 REVISIONS STANDARD NO.
{951) 765-2360 C"'21 0
N PWWA0MCOH ;STO$\REVISIONS\CONCRE“%’E\C-%G‘dwg N.Beitran 2000




ZOMIN - 40" MAX
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< 24! PUBLIC
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(] g ¢
& WARP THIS AR
o), TO MEET LEVEL
P TOP OF CURB
0 ad
<=z
]
ER
N P L
\—1/4” EXPANSION JOINT LA
PLAN VIEW
NTS.

2]
i
o
10'- 12 b
SECTION B-B
N.T.S.
b 4 et o A
=1/
R=1/2 | - !
24 PUBLIC
EASEMENT
SECTION A-A
N.T.S.
NOTES:
1. APPROACHES EXCEEDING 20' IN WIDTH SHALL BE SCORED 1 1/2"
DEEP AT CENTER OF APPROACH.
2. CONCRETE SHALL BE CLASS 560-C-3250 OVER 8" AGGREGATE BASE.
A 3. APPROVAL IS REQUIRED FROM THE PUBLIC WORKS DEPARTMENT AND
FIRE DEPARTMENT FOR PROPOSED MEDIANS.
City of Hemet L COMMERCIAL DRIVEWAY
PUBLIC WORKS DEPARTMENT @gﬁ,_ —e VAR 2011 2
|| ENGINEERING DIVISION JORGE [. BAGIONI, PRINCIPAL ENGINEER R.C.E. 33751 DATE 0F 2 SHEETS
T ever cnases RECSIONS STANDARD NO.
(e TEvE NA PW\41OD\COHESTDS\REVtS20NS\CONCR§TE\C~21€)A.dwg N.Beltran 2011 C"2 1 OA




CUT WITH ABRASIVE TYPE CUTTING WHEEL.
REMAINING EDGE TO BE SMOOTH & TRUE
WITH NO SHATTER. 2" MIN. FOR SAW CUT
BEFORE BREAKOUT,

5" OF AN EXPANSION, REMOVAL
MUST START AT THAT POINT.

SAW ALONG GUTTER LINE

/ WITHIN 2" OF CURB FACE.

TTa . e t, e e
LT R R P
N

L
SECTION A-A =
Rt
0.
Q
& Ly
: A
1
\ E
& =2
Wy 8
Wy
ty m
W) &
AR
A
i
GENERAL NOTES

R W
R ;

(3
b

1. PUBLIC WORKS PERMIT MUST BE OBTAINED BEFORE ANY
CURB & GUTTER OR SIDEWALK CAN BE REMOVED.

2. CONSULT PUBLIC WORKS INSPECTOR BEFORE STARTING
REMOVAL.

3. REFER TO CITY OF HEMET STANDARD DRAWINGS FOR
CONSTRUCTION OF CONC. DRIVEWAY. (C-208, C-208, C-210)

4. CUT AND BROKEN EDGES MUST BE COATED WITH MARITIME
PRODUCTS CO.'S #5 MARINE CONCRETE BONDER OR
EQUIVALENT AT LEAST TWO HOURS BEFORE PLACING CONCRETE.

4" P.C.C. SIDEWALK CONTIGUOUS

TO CURB & GUTTER

] DETAIL FOR REMOVAL
City of Hemet __—OF CURB & GUTTER & SIDEWALK

PUBLIC WORKS DEPARTMENT M m}\§ 1

MAR 2009
ENGINEERING DIVISION IVICHAEL A. GOW, PW DIRECTOR/CITY ENG. RC.E. 54164 — DATE oF 1 SHEETS
& 510 €. FLORIDA AVENUE REVISIONS o

HEMET, CA 62543 T STANDARD NO.
|

(951) 766-2360

N PYWAG100\COH_STDEREVISIONS\ICONCRETEC-211.dwg N.Beltran 2009 C-2 1 1
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RW
VARIABLE ol VARIABLE

¢
~—2'- 8" MIN. 2'- 8" MIN.~~]
| .
~tB  WEAKENED
PAVINGIAREA PLANE JOINTS
i
a 3
N -
3
| :
| o R
CROSSIGUTTER
1o PER STR. C-213 ol
_ \,, 1 L —— FLOWLINE
— 2-G"MiN. 1° °,f e 2'- 8" MIN.

DOWELS - 444'S
REBAR 3'-0"LG. TYP.

NOTES: |
1. CROSS GUTTER FOR USE WITH TYPES "A” AND "B" GURB
. DOWELS SHOWNAS:  0——0

2
3. APRON THICKNESS TO BE 8" MINIMUM

4. CROSS GUTTER THICKNESS TO BE 8" MINIMUM
5

6

. 3250 PSI CONCRETE

. PLACE 6" AGG. BASE UNDER ENTIRE
SPANDREL AREA AND CROSS GUTTER
UNLESS OTHERWISE SPECIFIED BY PUBLIC WORKS DEPT.

7. ADD 6" SHINER AT FLOWLINES

City of Hemet _~, _ CROSS GUTTER LAYOUT

PUBLIC WORKS DEPARTMENT E ééE 2 MAR 2011 1
ENGINEERING DIVISION JORGE L. ‘BIAGIONI, PRINCIPAL ENGINEER R.C.E 33781 DATE. oF 1 sHEETS
ZE}ME&: ;L:AR;ZQQVENUE £ REVISIONS STANDARD NO.
(961 7652360 N BVR4 1 00\COH_S TDS\REVISIDNS\CONCRETE\C-212.0wg N Berean 2041 C"2 12




101_0!:
- 5’.’0" o ‘ 5f”0" . —
1" ] 1"
V7 i LEVEL LINE r
SRR e e e T T
AR BRI SO N oo Gl s
IFOSOK FOSTOI), 6" CLASS 2 BASE
" -f— {MiIN.)
CROSS GUTTER
- 15 ' 15° -
|
SR 7 %) I D— 18" |
¢
SURFACING & SHINER SURFACING—\

8" CROSS GUTTER
3250 PSI CONCRETE

TYPICAL SECTION THROUGH 8" CROSS GUTTER

City of Hemet o CROSS GUTTER |
PUBLIC WORKS DEPARTMENT| /Y e, ) VAR 2009 1
ENGINEERING DIVISION MICHAEL A, GOW, PW DIRECTOR/CITY ENG. R.C.E. 54164 DATE oF 1 sHeers

&/ 510 £, FLORIDA AVENUE ' REVISIONS
HEMET, CA 92543 STANDARD NOu
(951} 7652880 N\ ?’W\fé‘l{}O\CO|'“iﬁTDS\REVISIONS\GONCRE"?E\CQ‘!&&WQ N.Betlran 2009 0-2 1 3
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PARKWAY AREA - VARIABLE

6.5' MIN. l PLANTING AREA o]
MONOLITHIC TYPE SIDEWALK i
. 5 .‘:r .
p-A Y. “ i 4
. — SLOPE= 2% MAX PROPERTY
LINE
e PLANTING AREA | 5.0' MIN.
PARKWAY TYPE SIDEWALK
. G = N o
TS AR FUI
SLOPE= 2% MAX
SIDEWALK OPTIONAL PROFERTY
/’_’ LINE PER CITY ENGR.
o1 PLANTING AREAS
s ‘_' 4 A?/'——'— W\
Ca o |
ke . |
1 PROPERTY LINE
“ | PROPERTY LINE

- RADIUS EQUAL
TO PLANTING
AREA WIDTH

| \_/
AADA COMPLIANT RAMP

NOTES

1. 2% (MAX.} SLOPE FOR DRAINAGE FROM CURB TO PROPERTY LINE.

2. SIDE WALK THICKNESS TO BE NOT LESS THAN 4", .

3. VARIABLE DISTANCES SHOWN ON STANDARD TYPICAL STREET SECTIONS.

4. SIDE WALKS SHALL BE CLEAR OF ALL OBSTRUCTIONS SUCH AS POWER POLES,

LIGHT STANDARDS, ECT., ALL GAS VAULTS, WATER METER BOXES, ECT. SHALL BE

ADJUSTED TO FINISH GRADE.

5. CONCRETE 5} SACK MIX PER CUBIC YARD. (2500 PSI)

6. SPACING AND POSITIONING OF TREE WELLS TO BE DETERMINED BY DEPT, OF
PUBLIC WORKS.

7. SCORE MARK EVERY &', SHEAR-PLANE EVERY 2(¢, EXPANSION JOINT EVERY 60",

City of Hemet '~ SIDEWALK AND PARKWAY

PUBLIC WORKS DEPARTMENT| <% &/ —= MAR 2011 1

ENGINEERING DIVISION JORGE L BIAGION, PRINCIPAL ENGINEER R.CE, 33757 DATE oF 1 sHEETS

10 E. FLORID, NUE REVISIONS

PEMET. CR G261 AR 2071 [ REVISED DA AW CALL OUT ——STANDARD NO.

(951} 7652360 - C-215
NAPWWILC\COH_ STOS\REVISIONS\CONCRETEVG-215.4wg N Beliran 2011




TYPE A - GENERAL CURB RAMP DETAIL

MONOLITHIC SIDEWALK
NOTES
1. THE BOTTOM OF THE RAMP SHALL BE FLUSH.

2. RAMP THICKNESS, "T" S8HALL BE 6"

EE NOTE 3 3. THE RAMP SHALL HAVE A 12" WIDE BORDER
/s WITH 1/4" GROOVES APPROXIMATELY 3/4* 0.C.

N e (GROOVING DETAIL). THIS BORDER SHALL BE
A\ . <4 AT THE L EVEL SURFACE OF THE SIDEWALK
3 ‘ -4,*;9,' SN - ALONG THE TOP AND EACH SIDE.
£ 2T =0 NG e NN v 4. DETECTABLE WARNINGS ARE REQUIRED PER
5 51 ﬁé _ : e o ® oo 3 THE CALIFORNIA BUILDING CODE, DIVISION i,
> =1 28 0’6 @, 000 s SECTION 1127B.5.7. FLEXIBLE, GLUED ON MATS
s 27 2t AR\ 7 ARE NOT ALLOWED.
2 A5 o o :zfi; SEE NOTE 185 & 5. MAXIMUM SLOPES OF ADJOINING GUTTERS,
w|= coo’® « ROAD SURFACE IMMEDIATELY ADJACENT TO
Gl s'c 25 CURB RAMP, OR ACCESSIBLE ROUTE SHALL
o)X 2 5 NOT EXCEED 1:20 (5% SLOPE) WITHIN 4' OF
yo THE BOTTOM OF THE CURB RAMP.
- (SEE SEC. A-A)
6. CURB RADII GREATER THAN 35° REQUIRE
P '—;‘,’;’gg“e 1:10(10.0% /\E SPECIAL DESIGN AND APPROVAL BY THE
MAX AT CURB CITY ENGINEER,
CROSSWALK A\ 7. ALL RAMPS SHALL COMPLY WITH ADA
REQUIREMENTS.
GENERAL CURB RAMP DETAIL
1. APPROX. 3/4" O.C.
FOR BORDER
TOP OF RAMP - 14"
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TYPE B - MONOLITHIC SIDEWALK AND RESTRICTED
RIGHT-OF-WAY DETAIL

CONSTRUCT 12" WIDE GROOVE
BORDER ON LEVEL SURFACE
(SEE NOTE 4 ON STD C-216).

LANDING DIMENSION SHALL
BE MINIMUM OF 4.0' BY 4.0'
AND SHALL BE LEVEL
(GRADE OF 2.0% MAX IN
ANY DIRECTION). LANDING SHALL
DRAIN TOWARD CURB.

WIDTH OF RETURN AT BCR/ECR
SHALL BE TO BACK OF SIDEWALK,

SEE NOTE NO. 2
CURB

NOTES

1. USE WHEN LIMITED RIGHT-OF-WAY IS
AVAILABLE OR WHEN LESS THAN 6" WIDE
MONOLITHIC SIDEWALK IS CONTIGUOUS

WITH RETURN. (CURB GRADE OF 2.0% OR LEES)

2. DETECTABLE WARNINGS ARE REQUIRED PER

SEE NOTE - THE CALIFORNIA BUILDING CODE, DIVISION I,
ECR NO. 2 SECTION 1127B.5.7. FLEXIBLE, GLUED ON MATS
ARE NOT ALLOWED.

3. SEE STD. C-216 FOR DETAILS.
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TYPE C - PARKWAY SIDEWALK AND RESTRICTED

RIGHT-OF-WAY DETAIL
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FLUSH

AT BOTTOM OF RAMP

SECTION A-A
NOTES

@ USE WHEN LIMITED RIGHT-OF-WAY 1S AVAILABLE AND HANDICAP RAMP WILL JOIN INTO
PARKWAY SIDEWALK AT EACH END.

@ THE LEVEL AREA AT THE BOTTOM OF THE RAMP SHALL BE 4’ BY 4' MINIMUM AND HAVE A
MAXIMUM SLOPE OF 2% IN ANY DIRECTION. ALL WATER MUST DRAIN OUT OF THE
RAMP AREA TOWARD THE STREET.

CONSTRUCT TYPE "D" CURB PER C.O.H. STD. C-203 UNLESS OTHERWISE SPECIFIED.

THE RAMP SHALL HAVE A 12" WIDE BORDER WITH 1/4" GROOVES APPROXIMATELY
3/4" 0.C{GROOVING DETAIL). THIS BORDER SHALL BE AT THE LEVEL SURFACE
OF THE SIDEWALK ALONG THE TOP AND EACH SIDE,

DETECTABLE WARNINGS ARE REQUIRED PER THE CALIFORNIA BUILDING CODE, DIVIDION 1,
SECTION 11278.5.7. FLEXIBLE, GLUED ON MATS ARE NOT ALLOWED.

© QO

ity ofHomet D LTRSS R R Ay
\ | PUBLIC WORKS DEPARTMENT| ‘M@w ‘ VAR 2009 3
/| ENGINEERING DIVISION MICHAEL A. COW, PW DIRECTOR/CTTY ENG. RCE. 54164  DAIE oF 3 sHEETS
e cacosss f REVISIONS — STANDARD NO.
(oon Teez0 N PW\MGO\COHF;STQS\REV%SIGNS\CONCRE?E\C-%GB.dwg N.Beliran 2008 C-2 1 6B




